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 MATERIAL SAFETY DATA SHEET 

Issue date: 8/28/11 

 

=========================================================== 

PRODUCT NAMES:  PROSORB XL, PROSORB XC and  

    CHEETAH SORB 

     

=========================================================== 

MANUFACTURER:  TASCON, INC. 

 

  PHYSICAL LOCATION  MAILING ADDRESS 

  7607 Fairview St.   P.O. Box 40970 

  Houston, Texas 77041  Houston, Texas 77240 

     

  TEL (713) 937-0900   FAX (713) 937-1496 

=========================================================== 

CHEMICAL FAMILY: CELLULOSE FIBER 

 

DOT SHIPPING NAME: N/A 

 

ID NUMBER:   NONE 

 

DOT HAZARD CLASS: NOT REGULATED 

=========================================================== 

SECTION I - CHEMICAL COMPONENTS 

 

 COMPONENTS     %  EXPOSURE LIMIT  

  

 CELLULOSE FIBERS  >99.0  NOT ESTABLISHED  

 

 FIBER SURFACE MODIFIER <1.0  NOT ESTABLISHED 

 

=========================================================== 

SECTION II - EMERGENCY AND FIRST AID PROCEDURES 

 

 EYE CONTACT: FLUSH WITH CLEAN WATER.  IF SYMPTOMS PERSIST, 

SEEK MEDICAL ATTENTION. 

 

 SKIN CONTACT: NO REACTION EXPECTED, BUT IF SENSITIVITY OCCURS, 

WASH WITH WATER AND MILD DETERGENT. 
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 INHALATION: NOT EASILY RESPIRABLE.  IF RESPIRATORY SYMPTOMS 

DEVELOP, MOVE VICTIM AWAY FROM SOURCE OF 

EXPOSURE AND INTO FRESH AIR.  IF SYMPTOMS 

PERSIST, SEEK MEDICAL ATTENTION. 

 

 INGESTION: NO FIRST AID IS NORMALLY REQUIRED.  IF SYMPTOMS 

DEVELOP, GIVE VICTIM LARGE AMOUNTS OF WATER.  

DO NOT INDUCE VOMITING.  SEEK MEDICAL 

ATTENTION.  

=========================================================== 

SECTION III - HEALTH INFORMATION 

 

 OSHA PERMISSIBLE EXPOSURE LIMIT (PEL):   N/A 

 

 ACGIH THRESHOLD LIMIT VALUE (TLV):   N/A 

 

 LISTED IN IARC MONOGRAPHS:     N/A 

  

 DUST:     PEL 15 mg/m - Total 5 mg/m - resp. 

 

 TLV:     10 mg/m - Total, 5mg/m - resp.  

 

 OSHA HEALTH HAZARD CLASSIFICATION:   NONE 

 

 PRIMARY ROUTES OF ENTRY:     N/A  

 

 SYMPTOMS OF OVEREXPOSURE: 

 

  ACUTE:       NONE KNOWN 

 

  CHRONIC:       NONE KNOWN 

 

  TOXIC DATA:      NONE KNOWN 

 

=========================================================== 

SECTION IV - SPECIAL PROTECTION INFORMATION 

 

 RESPIRATORY: A NIOSH APPROVED DUST RESPIRATOR SHOULD BE 

WORN WHEN APPLICABLE DUST STANDARDS ARE 

EXCEEDED. 

 

 VENTILATION: ADEQUATE VENTILATION SHOULD BE AVAILABLE TO 
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MAINTAIN DUST LEVELS BELOW APPLICABLE 

STANDARDS ON RESPIRABLE AND TOTAL NUISANCE 

DUST. 

 

 SKIN:   NO PROTECTION NORMALLY REQUIRED. 

 

 EYE:   WHEN APPROPRIATE, SUITABLE EYE PROTECTION TO 

SAFEGUARD AGAINST POTENTIAL EYE CONTACT, 

IRRITATION, OR INJURY IS RECOMMENDED. 

 

 OTHER:  WASHING FACILITIES SHOULD BE AVAILABLE. 

=========================================================== 

SECTION V - REACTIVITY DATA 

 

 STABLE:      STABLE 

 

 CONDITIONS & MATERIALS 

  TO AVOID:      HEAT MAY OCCUR ABOVE 50% 

SOLUTION WITH SOME ACIDS 

OR STRONG OXIDIZING 

CHEMICALS 

 

 HAZARDOUS DECOMPOSITION 

  PRODUCTS:      NONE KNOWN 

 

 HAZARDOUS POLYMERIZATION:  NOT KNOWN TO OCCUR 

=========================================================== 

  SECTION VI - SPILL AND LEAK PROCEDURES 

 

 EMERGENCY ACTION:     N/A 

 

 SMALL SPILLS:      N/A 

 

 LARGE SPILLS:      N/A 

 

WASTE DISPOSAL METHOD:    DISPOSE OF PRODUCT IN 

ACCORDANCE WITH 

LOCAL, COUNTY, STATE 

AND FEDERAL 

REGULATIONS. 
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SECTION VII - STORAGE AND SPECIAL PRECAUTIONS 

 

 HANDLING/STORAGE 

  PRECAUTIONS:    KEEP CONTAINERS/PACKAGES DRY 

AT ALL TIMES. 

 

  OTHER PRECAUTIONS:   DO NOT EXPOSE TO OPEN FLAME.  

WHEN IMPREGNATED WITH 

COMBUSTIBLE LIQUIDS, TREAT WITH 

THE SAME PRECAUTIONS AS YOU 

WOULD THE LIQUID.  

=========================================================== 

SECTION VIII - FIRE AND EXPLOSION HAZARD DATA 

 

NFPA HAZARD CLASS: RANKING  HAZARD DEFINITION 

 

      HEALTH HAZARD     0             0-LEAST 

 FLAMMABILITY        1    1-SLIGHT 

 REACTIVITY        0        2-MODERATE 

 OTHER       0       3-HIGH 

           4-EXTREME 

 

 FLASH POINT AND METHOD USED: 451 DEGREES F 

 

   EXTINGUISHING MEDIA:   USE MEDIA NEEDED TO CONTROL 

SURROUNDING FIRE. 

 

 FIRE AND EXPLOSION HAZARDS: WILL WICK PETROLEUM LIQUIDS. 

 

  FIRE FIGHTING PROCEDURES:  STANDARD FIRE PROTECTION 

PROCEDURES.  

=========================================================== 

SECTION IX - PHYSICAL DATA 

 

 APPROX BOILING POINT:    N/A 

 

 VAPOR DENSITY:     N/A  

 

 EVAPORATION RATE:    N/A 

 

 % SOLUBILITY IN WATER:   N/A 
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 SPECIFIC GRAVITY:    N/A  

 

 APPROX BULK DENSITY:   7-8 LBS/CU .FT. 

 

 VAPOR PRESSURE:     N/A 

 

 PHYSICAL STATE:     SOLID 

 

 MELTING POINT:     N/A 

 

 APPEARANCE:     GREY COTTON 

 

 ODOR:      NONE 

=========================================================== 

SECTION X - PRECAUTIONARY LABEL/WARNING 

 

    NONE 

 

 

 

=========================================================== 

 

 

 DISCLAIMER OF EXPRESSED AND IMPLIED WARRANTIES 

 

THE INFORMATION IN THIS DOCUMENT IS BELIEVED TO BE CORRECT AS OF THE 

DATE ISSUED.  HOWEVER, NO WARRANTY OF MERCHANTABILITY, FITNESS FOR 

ANY PARTICULAR PROPOSE, OR ANY OTHER WARRANTY IS EXPRESSED OR IS TO 

BE IMPLIED REGARDING THE ACCURACY OR COMPLETENESS OF THIS 

INFORMATION, THE RESULTS TO BE OBTAINED FROM THE USE OF THIS 

INFORMATION OR THE PRODUCT, THE SAFETY OF THIS PRODUCT, OR THE 

HAZARDS RELATED TO ITS USE. 

 

This information and product are furnished on the condition the person receiving them shall 

make his own determination as to the suitability of the product for his particular purpose and on 

the condition that he assume the risk of his use thereof. 
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